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Notes:

1. Items 644 and 645 shall be used for all pavement.

applications.

2. Al pavement markings are to be stationed on the plans.

CHANNELIZING LINE,

CROSSWALK LINE,

EDGE LINE, 5” WHITE

EDGE LINE, 5” YELLOW

TRANSVERSE LINE, 20" WHITE

TRANSVERSE LINE, 20" YELLOW

LANE LINE, 5" SOLID WHITE

STOP LINE, 20" WHITE

ISLAND MARKING, YELLOW

LANE ARROW, 96” WHITE

WORD ON PAVEMENT, 72" WHITE

TEMPORARY PAVEMENT MARKINGS

10" WHITE

CENTER LINE, 5" DOUBLE YELLOW
CENTER LINE, 5” SOLID—DASHED YELLOW

CENTER LINE, 5" DASHED YELLOW

LANE LINE, 5” DASHED WHITE (10’ LONG WITH 30’ SPACING)

10” WHITE @ 10’ SPACING

REMOVAL OF PAVEMENT MARKINGS

PROPOSED SIGN

()
EXISTING SIGN | |
TO REMAIN L
()
EXISTING SIGN | |

TO BE RELOCATED
(TO BE RELOCATED)

EXISTING SIGN | |
TO BE REMOVED

ONE—WAY RAISED I
PAVEMENT MARKER

TWO—WAY RAISED B
PAVEMENT MARKER

SIGN POST T
SINGLE

SIGN POST T
DOUBLE

ltem 642 shall be used for all other

Locate turn arrows and words on the

pavement according to City of Columbus quidelines, except that 50’ tapers shall be used for all

turn lanes.
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